
The oil poured down the kitchen sink drain will cool down and solidify in sewer 
pipes, then come off to flow into the river and the sea in times of heavy rains.
By keeping excess oil on the dishes from going down the kitchen sink drain, you 
not only prevent sewer pipes from becoming clogged, but also reduce the 
amount of contaminants discharged into sewer pipes, thereby lessening the 
amount of energy needed to treat the wastewater. 
To maintain a healthy aquatic environment in our rivers and the sea, wipe off 
excess oil from plates and pans with a rag or waste newspaper before washing 
them. 
Additionally, even if you use a “cooking oil dispersant,” which dissolves oil in 
water so it can be poured down the drain, the oil can separate from the agent 
again in the sewer and clog the pipes.
So, please refrain from pouring the mixture of cooking oil and dispersant down 
the kitchen drain.
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Sewerage Service Charges
Guide for Sewerage and LivingHow are sewerage 

service charges calculated?

Sewerage service charges are calculated by 
taking the monetary figures listed below and 
adding their consumption taxes.

Sewerage service charges are paid together with standard water fees to help 
reduce collection expenses and make paying more convenient (usually charged 
every other month).

●Table of sewerage service charges (for one month)
Sewage classification

General sewage

0～8㎥
9～20㎥
21～30㎥
31～50㎥
51～100㎥
101～200㎥
201～500㎥

501～1,000㎥
1,001㎥ and above

0～8㎥
9㎥ and above

560JPY
110JPY per 1㎥
140JPY per 1㎥
170JPY per 1㎥
200JPY per 1㎥
230JPY per 1㎥
270JPY per 1㎥
310JPY per 1㎥
345JPY per 1㎥

280JPY
35JPY per 1㎥

Bathhouse sewage

※　The above rate applies to combined drainage amounts from both tap water and well water.

Amount drained（㎥） Rate (JPY)

●Example calculation (for one month)
24 ㎥ used (general household average)
0-8 ㎥   560JPY
9-20 ㎥   1,320JPY (110 x 12 ㎥ )
21-24 ㎥   560JPY (140 x 4 ㎥ )

Total   2,440JPY
Sewerage Service Charge = 2,440JPY + Consumption Tax
(decimal values are rounded down)

Sewer systems process both rain-
water and sewage.
Treatment of rainwater benefits all 
society, and so expenses for its 
processing are covered by tax 
revenue. Sewer water expenses 
are the sole burden of the benefi-
ciary, and so those costs are paid 
for by individual customers based 
on the specific amount of water 
drained.

Oil
Guide for Sewerage and Living

Is it okay to pour oil 
down the sink drain?

Please do not pour oil 
down the drain.

A request to all restaurant owners

Please install a grease interceptor 
and clean it regularly. 
Grease traps are designed to 
remove fats (lard) and kitchen 
waste, which are known causes 
of sewer pipe clogs.
Carefu l c leaning of a grease 
interceptor is important. If you 
neg lec t c lean ing the grease 
interceptor, you may encourage 
foul odors and pest problems to 
arise. 
Please properly dispose of any 
oil and fat content removed from 
the interceptor in cleaning by 
contacting a specialized waste 
disposal operator.

①Clean the collection basket
at least once a day

②Remove all fats (lard)
at least once a day
to prevent foul odors

③Clean all kitchen waste
and oils at least once a week
to prevent foul odors

④Clean the inside of 
the trap once every two 
to three months
Don’t forget to return 
the cleaning cap to its
original position

Grease Trap
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